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REQUIRED PAVEMENT

ASPHALTIC CONCRETE 12.5 MM SUPERPAVE
INCLUDING POLYMER MODIFIED AC, 165 LB/SY

ASPHALTIC CONCRETE 19 MM SUPERPAVE, 220 LB/SY
ASPHALTIC CONCRETE 25 MM SUPERPAVE, 880 LB/SY
GRADED AGGREGATE BASE, 12 IN

ASPHALTIC CONCRETE 25 MM SUPERPAVE, 440 LB/SY
GRADED AGGREGATE BASE, 14 IN

CONC. CURB AND GUTTER, 8 IN X 30 IN, TYPE 2 FACE

CONC. CURB AND GUTTER, 8 IN X 30 IN, TYPE 7 FACE
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EXISTING PAVEMENT
TO BE RETAINED

/\ SLOPE EQUALS 6.00X OR RATE OF SE

WHICHEVER IS GREATER

3 SLOPE VARIES SEE PLANS

REQD. R/W

CONCRETE
SIDEWALK

NOTES :

/. LOCATION OF EXISTING PAVEMENT VARIES
WITH RESPECT TO THE CONST. ¢

SEE ROADWAY PLANS

2. FOR SUPERELEVATION RATE AND LOCAT/ONS,
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